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Navn: Stikkontakt

Stikkontakt dobbel, m/jord og hurtigklemmer, innfelt

Jussi

Type: 302EUJ

EAN: 6418677310409

El-nummer: 1517999

Beskrivelse: 16A/250V. Innfelt dobbel stikkontakt med integrert barnevern i innsatsen som
sørger for beskyttelse selv uten påmontert dekkplate. Innstikklemmer med mulighet
for 4 tilkoblingspunkter per fase sørger for rask og sikker montering. IP21

Forpakning: 10/100

Enhet: STK

JMN)K

Teknisk spesifikasjon

Klassifisering
Kapslingsklasse IP21
Elektriske størrelser
Merkestrøm 16 A
Nominell nettspenning 250 V
ETIM
ETIM 7 EC000125 (EC000125)
ETIM 6
Model Protective contact (SCHUKO)
With built-in USB power supply no
Number of units 2
Cover Full cover plate
Imprint/indication Without imprint
Connection type Plug clamp
With hinged lid no
With child-protection yes
Label space/information surface no
Colour White
RAL-number (akin) 9010
Transparent no
Lockable no
Eject-mechanism no
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Insulated mountingInsulated mounting nono
With function lighting no
With orientation lighting no
Over voltage protection no
Fault current protection no
With miniature fuse no
Special power supply No special power supply
Mounting method Flush mounted (plaster)
Type of fastening Mounting with claw and screw
Material Plastic
Material quality Thermoplastic
Halogen free yes
Surface protection Untreated
Type of surface Matt
With on/off switch no
With loop through function no
Rotated central insert no
Nominal current 16 A
Nominal voltage 250 V
Phase pickup
Suitable for degree of protection
(IP)

IP21

For heavy conditions (in
accordance with VDE)

no

Impact strength
Width of device 85 mm
Height of device 100 mm
Depth of device 41 mm
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