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SLJ1.27

Navn: Mekanisk skjstehylse 6-50
Al/Cu 6-50 mm? 2 bolter

Type: SLJ1.27 &
GTIN: 6418677458187
El-nummer: 2047865

Beskrivelse: Skjatehylse med momentskruer, som gjar det mulig & skjote ledere ~ Vist foto er kun antydende
uten bruk av pressverktay. Skjgtehylsen er fortinnet og kan benyttes
pa bade Al- og Cu-ledere 1 kV. Kan brukes pa solidal, flertradet,

samt runde og sektorformede ledere. Kan ikke benyttes pa /;-i\ E @

mangetradet leder. /@\ -

& -

Pakke: 100/7000 ;g—_ L5 L |
Enhet: STK

Teknisk spesifikasjon
Rangeringer

ETIM EC001063

Dimensjoner

Vekt 0.03 kg

Leder tverrsnitt Al 6 ... 50 mm?

Leder tverrsnitt Cu 6 ... 50 mm?

Tegningssymbol

d 11 mm

D 20 mm

L1 26 mm

L2 54 mm

ETIM

Nominal cross section copper, RM 6 ... 50 mm?

Nominal cross section copper, RE 6 ... 50 mm?

Nominal cross section copper, SM 6 ... 50 mm?

Nominal cross section aluminium, RM 6 ... 50 mm?

Nominal cross section aluminium, RE 6 ... 50 mm?

Nominal cross section aluminium, SM 6 ... 50 mm?

Nominal cross section aluminium, SE 6 ... 50 mm?

Material conductor Aluminium/copper

Surface protection Tinned

Oil stop/centre bar X

Insulation X
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