BRUKSANVISNING
INSTRUCTION MANUAL

DRIVER TW LED STRIP 24V 100W

namroen

DC 24V P20

seLv C€ B

Input spenning driver:

200-240V~50/60Hz

Input voltage of driver:

200-240V~50/60Hz

Output spenning driver: 24V 417A Output Voltage of driver: 24V 417A
Totaleffekt: 100W Total power: 100W
Dimbar: Ja Dimmable: Yes
Ta/Tc: 40°C/85°C Ta/Tc: 40°C/85°C
Isolasjonklasse: I Isolation class: I
Tetthetsgrad: P20 IP rating: IP20

Overbelastningssikring. Overtemperaturbeskyttelse.

Kortslutningssikring

Short-circuit protection

Over load protection. Over temperature protection.

MAL / MEASURES

330mm

I
o1l outeur Y |© )
30mm I 8 et z:
22mmI { ]
KOBLING / WIRING
TW Triac/Phase
Dimmer <+
L L N~ L V+ Red
D0 @ . . _ \|>| N Output DC LED STRIP
Input AC TW Triac Driver  WW-l——— <
N N SW- = \'lzll \':l \':l NO: Skru av stremmen far montering
White EN: Turn off power before installing

Namron AS - Nedre Kalbakkvei 88B, N-1081 Oslo - NORWAY




	页 1

