
MÅL / MEASURES

KOBLING / WIRING 

24V  IP20

Input voltage of driver:
Output voltage of driver:
Total power:
Dimmable:
Ta/Tc:
Isolation class:
IP:
Over load protection. Over temperature protection. 
Short-circuit protection

220-240V~ 50/60Hz
24VDC

10 - 75W
Ja

-20 - +50°C
II

IP20

Input spenning driver :
Output spenning driver:
Total effekt:
Dimbar:
Ta/Tc:
Isolasjonklasse:
Tettetgrad:
Overbelastningssikring. Overtemperaturbeskyttelse. 
Kortslutningssikring

220-240V~ 50/60Hz
24VDC

10 - 75W
Ja

-20 - +50°C
II

IP20

SELV

NAMRON LED DRIVER 24V 75W DIM

BRUKSANVISNING
INSTRUCTION MANUAL

Namron AS - Nedre Kalbakkvei 88, N-1081 Oslo- NORWAY

Dimmable LED Driver
L eading & Trailing edge Dimming
El-nr:6603278
Model: ML75V-T1

Input Voltage(Vac): 220-240 Output Voltage(Vac): 24 

Input Frequency(Vac): 50/60 Output Current(A)Max.: 1.05 

Output Power(W): 25 Power Factor(   ): >0.9

Tc(°C): 85 Tc(°C): -25 to+50 
www.namron.com

Wire preparation
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