
 
InspectorCam inspeksjonskamera er  
utviklet for å gi bedre innsyn i trange  
og utilgjenglige plasser. 

Kameraet lager sitt eget trådløse Wifi-
nett som du kobler til via mobilen  
(både til Android og Apple) og brukes  
ved å laste ned en egen App som  
også lar deg ta film og bilder.   
 
Linsen har diameter på 8 mm, 2 megapixl, er vanntett  
(IP 67) og har integrert LED-lys for å gi bedre observasjon i mørke. 
 
Kamera-kabelen er leddet (semi-stiv) og 3 meter lang. Lades via  
USB og kommer med en praktisk, liten bæreveske.

Available on all devices 3 extra mountable pieces

Cable length: 3 metres

Magnifying glass

Angled mirror

Hook
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3 ATTACHABLE PIECES:

SPECIFICATIONS:

Every so often, there is some tight space that needs inspection.  
This is where InspectorCam comes in handy. It’s waterproof 

(IP67) and has an adjustable LED-light to light up dark spaces. 
The camera-app will allow you to record both images and 

film for inspection and documentation. The wireless-function is 
compatible with all mobile-platforms (iOs and Android).

Resolution: HD 640*480, 1280*720
View angle: 70°

Camera: 2.0 mega pixel
Focal distance: 4-6 cm (the best)

Camera head diameter: 5.5/8.0 mm
Waterproof level: Ip67

Frequency: 2.425 - 2.493 GHz
Transmission distance: 5 - 30 m

Support system: iOS, Android, Windows, Mac
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