


For Plug-in Receiver: Just plug receiver into standard outlet in
room, then it will work.

For Transmitter: there are 2 installation methods

Method 1: double-sided adhesive tape (Preferred install method)

1. After ensuring the right mounting position, please clean the flat
area where you intend to install transmitter.

2. Tear off one side of the double-sided adhesive tape and stick it
to underside of transmitter bracket, tear off the other side and put
the bracket onto wall, then press and hold for 10 seconds. Then
hook the push button onto the bracket.

Note: please note that the double-sided adhesive tape will have
poor adhesion, if put on dirty or uneven surface, sunlight or rain will
affect the adhesion and may cause the transmitter to come off.

Method 2: screw/anchors (Optional install method)

Please prepare an electric drill, Phillips screwdriver and slotted
screwdriver before installation.

1. Attach the bracket to wall and make two marks on the place of
two mounting holes.

2. Drill two holes on the marked places, then insert 2 expansion bolts
provided in the package.

3. Screw up the bracket and hook the push button onto the bracket.

Trouble Shooting

1. The receiver doesn’t sound

(1) Check the battery of transmitter or receiver, re-plug the AC plug-in
receiver.

(2) The receiver could be out of range from the transmitter.

(3) The receiver may not have been paired with the transmitter.

2. Operating range reduced

(1) Metal structures including uPVC door frames can reduce the
range of product.

(2) Avoid mounting the push or chime on or near metal structures.
(3) Other equipment can cause radio interference that affects the
pagers.

(4) Lots of walls and ceilings between the transmitter and receiver
will reduce the range.

(5) Weak batteries will reduce range , please replace battery on time.

¢ Modern and stylish design

¢ 52 selectable ringtones

¢ 5-level adjustable volume (include mute)

¢ Super long operation range

¢ Easy to install and use

¢ Easy to add additional transmitters or receivers
* Low power consumption

3 X AAA Baatery (NOT Included)
AC 110-230V
12V 23A Alkaline Battery (Included)

Battery in DC Receiver

Power Supply of AC Receiver

Battery in Transmitter

Optional Melodies 52
Volume Level 0-110dB, 5 levels
Plug Type EU
Wireless Distance up to 50m in open air
Expandable(Yes or No) Yes
Working Frequency 433MHz+2MHz
Waterproof Level IP55
Working Temperature -20~+50C
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